
AA

STREET SURFACE

EXISTING

CROSS SLOPE, TYP.

MATCH EXISTING STREET

12"

1.5 %

12"

MAX *

6"1.5 %

MAX *

13" PAVEMENT REPAIR.

MAINTAINED, ELIMINATING THE 

CONCRETE IF A NEAT CUT IS 

SAWCUT MAY BE AT EDGE OF *

(TYP. BOTH SIDES)

SEE STD. DRG. P-505

(3" AC OVER 10" CLSM)

13" PAVEMENT REPAIR *

SECTION B-B

12" 12"

(SEE STD. DRG. P-555)

DOWEL, TYP.

VARIES 6' TO 8' TYP. VARIES

STREET SURFACE

EXISTING

STREET SURFACE

EXISTING

8' - 0" MAX.
NOM. COMP THICKNESS 2"

AGGREGATE BASE

APPROVED SUBGRADE

MIN MIN

PED. RAMP

SECTION A-A

B

B

CUT THROUGH CURB RAMP

P-556

04-15-2021

Standard Drawing Title

Standard Drawing No.
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responsibility of the user.

practices, is the sole

engineering principles and

with generally accepted

designed in accordance

Standard Drawing, while

The selection and use of this

Standard Construction Specifications.

in accordance with the City of Portland

All material and workmanship shall be

Note:
Effective Date:

Calc. Book No.:

City Engineer

Std. Drg. Report Date:

LINE

SAWCUT 

APPROX.

LINE

SAWCUT 

APPROX.

PED RAMP

CONCRETE 

DRG. P-555)

ISLAND (SEE STD.

THROUGH CONCRETE 

ACCESSABLE ROUTE 

DETECTABLE WARNING SURFACE

6" 6"

BATTER 6:1 (TYP)

THICKNESS 2"

NOM. COMP 

AGGREGATE BASE

WARNING SURFACE

DETECTABLE 

VARIES

AND PLAN VIEW.

SURFACE.  SEE NOTE 1

BACK 6" FROM ASPHALT

SET WARNING SURFACE

SURFACE

EXISTING STREET 

ACCESSIBLE ROUTE ISLAND

SEE PROJECT PLANS FOR TYPE OF ISLAND AND FOR DETAILS NOT SHOWN.4.

SEE STD. DRG. P-555.

CURB TYPE AND ISLAND WIDTH AS SHOWN ON PLANS OR AS DIRECTED.  3.

ALIGN CURB RAMPS FOR LOWERED CUT THROUGH ISLAND WITH THE CROSSWALK.2.

DEPTH OF 2.0 FT AT CURB RAMP THAT IS ADJACENT TO TRAFFIC.

PLACE DETECTABLE WARNING SURFACE AT THE BACK OF CURB FOR A MINIMUM 1.

GENERAL NOTES:

SHOWN AND PAY LIMITS)

FOR DETAILS NOT 

(SEE STD. DRG. P-555 

CONCRETE ISLAND

SHOWN AND PAY LIMITS)

FOR DETAILS NOT 

(SEE STD. DRG. P-555 

CONCRETE ISLAND

6" RADIUS (TYP.)
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